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DVI cables
•	 High-quality	DVI	cables,	black	with	gilded	
contacts,	double	protected,	for	best	picture	
quality

•	 For	digital	(DVI-D)	or	digital	and	analogue	
(DVI-I)	transmission

•	 Dual	link

•	 *We	recommend	to	use	the	DVI	repeater	No.	
5778 000 017	for	cable	lengths	>	10	m.	

High-quality HDMI cables
•	 HDMI	cables,	black	with	gilded	contacts,	double	protected,	for	best	picture	quality

•	 HDMI	1.4	compatible,	incl.	Ethernet	channel	/	15	m	cable	HDMI	1.3	without	Ethernet	channel

•	 For	digital	transmission	of	video	and	audio;	supports	HDTV	and	HDCP

•	 *We	recommend	to	use	the	HDMI	repeater	No.	5778 000 014	for	cable	lengths	>	10	m.

Active HDMI cables with integrated signal amplifier
The active HDMI cables are equipped with a plug with integrated amplifier (plug on the side of the display/projector).

•	 Optimized	for	digital	HDTV	signals	up	to	
1080p

•	 Transmits	all	digital	audio	formats,	e.g.	7.1,	
DTS®-HD	Mater	Audio,	Dolby®	TrueHD,	etc.

•	 Transmission	rate:	up	to	340	MHz		
(10.2	Gigabit/s)

•	 Version	1.3c	/	1.4	with	deep	color	and	x.v.Color™

•	 Transmits	all	data	of	the	HDMI	protocol,		
e.g.	CEC,	HDCP	and	EDID

•	 Cable:	High-purity	tin-coated	OFC	copper	
wires

•	 Protection:	three-fold	(2	x	foil	+	tin-coated	
copper	braid)

Adapter cables 

Illustration Model Connection Length Ref. No.

DVI-A to VGA cable
DVI-A	(12	+	5-pin)	
Plug	to	HD	15	plug

m / m 2	m 5809 000 007

HDMI to DVI-D
DVI-I	(24	+	1-pin)	plug	
to	HDMI	plug

m / m 2	m 5809 000 020

HDMI to display port cable m / m 3	m 5809 000 024

Illustration Model Connection Length Ref. No.

DVI-D cable 24 + 1-pin m / m 2	m 5809 000 000

5	m 5809 000 002

10	m 5809 000 003

15	m	* 5809 000 004

DVI-I cable 24 + 5-pin m / m 2	m 5809 000 030

5	m 5809 000 031

10	m	* 5809 000 032

Illustration Model Connection Length Ref. No.

HDMI cable, type A, 19-pin m / m 2	m 5809 000 102

5	m 5809 000 105

10	m	 5809 000 110

15	m	* 5809 000 013

Illustration Model Connection Length Ref. No.

Active HDMI cable, 
type A, 19-pin

m / m 15	m 5809 000 035

20	m 5809 000 036

30	m 5809 000 037

40	m 5809 000 038

Subject to technical alterations, as well as to changes of the design and the colour 




